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The electric-field-assisted directed assembly of spherical colloidal particles near an electrode has been studied
for nearly three decades. Recently, focus has shifted to the electric-field-assisted assembly and propulsion of
nonspherical (i.e., anisotropic) particles. This paper describes calculations and results for a doublet of asymmetric
ζ potential and size responding to a dc electric field. The doublet experienced a net vertical force that depended
on both the asymmetry in ζ potential and lobe size. In addition, the doublet experienced a net lateral force
perpendicular to the applied electric field. The lateral force depended on the difference in ζ potential of the two
lobes, the lobe size asymmetry, and also the angle of inclination of the doublet. The net force was used to predict
an apparent lateral velocity, which was found to be perpendicular to the applied electric field. In addition, the
particle experienced rotation from a net torque that depended on the lobe size asymmetry and also the angle of
inclination of the doublet. The magnitude of the predicted velocity was of the same order of magnitude as has
been observed for particles responding to ac electric fields in experiments. These results demonstrate that lobe ζ
potential, lobe size, and orientation of a colloidal doublet can be tuned to achieve propulsion.
DOI: 10.1103/PhysRevE.94.042614
I. INTRODUCTION
The directed assembly of micrometer-scale colloidal par-
ticles with an external electric field has potential application
in a range of industries, from advanced materials to sensing
and sorting in chemical and biological environments [1–6].
Consequently, work over the past three decades in this area
has sought to understand both the fundamental aspects and
technological obstacles in the response of colloidal particles
to external dc and ac electric fields [7–31]. There has been
a focused effort to understand the response of spherical
colloidal particles that are near, but not adhered to, a planar
electrode. The typical experiment consists of a suspension
of micrometer-scale polystyrene spheres dispersed in fluid
between parallel plate electrodes. The polystyrene particles,
which have a specific gravity of ∼1.055, settle near the bottom
plate of the parallel plate arrangement. An electric field is
generated by polarizing the bottom electrode with respect to
the top electrode, inducing an electric field that is nominally
perpendicular to the electrodes. Ensembles of particles will
tend to form ordered close-packed arrays (hexagonal close-
packed or random close-packed, for instance) or other ordered
arrays with a center-to-center distance that is many particle
diameters. These structures arise from either a net-attractive or
net-repulsive interparticle force that particles feel in response
to the electric field.
The origin of the force depends on a variety of ex-
perimental conditions, including electric field strength and
frequency [31,32], particle surface chemistry [26], and even
electrolyte type and concentration [7,26]. At dc conditions,
the electric field acts on the mobile charge in the diffuse layer
of the particle’s electric double layer to produce equilibrium
charge electro-osmotic (ECEO) flow [13]. The toroidal flow
field entrains neighboring particles to cause aggregation
(repulsion) in the case of a particle with a negative surface
*Corresponding author: c.wirth@csuohio.edu
charge and positive (negative) electric field [9,12]. Particle
assembly in ac electric fields is a more nuanced problem
that still has unanswered questions. Although an ac electric
field causes electro-osmotic flow along the particle surface
at ac conditions, there will also be flow along the electrode
surface as a consequence of both induced and equilibrium
charge electro-osmosis. The combination of these flow fields
will induce particles to experience changes in elevation (in
the z axis). Work from multiple groups [8,15,16,19,21–26]
has shown the profound importance of this change in particle
height in the z axis on the assembly process in the xy plane.
Recent work has even shown that an ensemble of particles
will achieve a bimodal distribution of heights in response to
an electric field [8]. Moreover, both groups have shown the
apparent importance of electrolyte type and concentration over
the past decade [7,26].
Until recently, work in this area has focused on the response
of geometrically isotropic particles (i.e., spheres) to an applied
electric field. Innovative new techniques for the fabrication of
geometrically (i.e., nonspherical) or chemically (i.e., nonuni-
form) anisotropic particles now provide new particles that
have an extra degree of control for the synthesis of colloidal
assemblies [33–37]. The additional control arises from the
relationship between geometry and pairwise interaction force
for anisotropic colloidal particles in an applied electric field.
A geometrically anisotropic particle exposed to an external
electric field will engender anisotropic pairwise interparti-
cle interactions. Colloidal assemblies (either crystalline or
noncrystalline) fabricated from anisotropic particles with
spatially dependent interactions will have more intricate and
complex microstructure than those fabricated from ensembles
of isotropic particles. For instance, small groups of doublets
will assemble into chiral clusters, while large numbers of
doublets form intricate microstructure [35,37].
Moreover, individual anisotropic particles have been shown
to respond quite differently than isotropic particles in an
electric field. When near an ac electrode, a single doublet will
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propel in the direction normal to the applied electric field [37].
Propulsion arises from an asymmetric flow field associated
with each lobe of the doublet. Doublets of unequally sized
lobes but equal ζ potential will propel. Likewise, doublets
with unequal ζ potential but equally sized lobes will propel.
Propulsion speed depends on the square of the electric field
∼E2 and the inverse of the electric field frequency ω–1,
indicating that the mechanism arises from an induced charge
electrokinetic phenomenon. This work, on both ensembles and
individual doublets, has reinforced that anisotropic particles
responding to an electric field will be useful for the fabrication
of advanced materials.
This paper concerns the response of a colloidal doublet to a
dc electric field. The flow and electric field were numerically
calculated for both homo- and heterodoublets near, but not
adhered to, a powered dc electrode. Numerical calculations
were conducted because of the geometric complexity of the
problem. The results show that the force on the doublet
depends on the relative size of lobes, the lobe ζ potential,
and the lobe orientation. A heterodoublet will experience a
net force in the xy plane that is perpendicular to the applied
electric field. The apparent velocity at typical dc electric field
conditions was of the same magnitude as what has been
observed in experiments for doublets responding to an ac
electric field.
II. THEORY
A. The response of an isotropic particle to a nearby
powered electrode
Consider the spherical particle shown above in Fig. 1(a).
The particle has a radius R1 and equilibrium zeta potential
ζp. An equilibrium ζ potential is most often the result of
bound charge on the surface of a particle, for instance, a
sulfate or carboxyl group, although there are other ways in
which surfaces may acquire charge [38]. A powered electrode
will have an electric field that is nominally perpendicular to
the electrode surface. When the particle is placed nearby a
powered electrode as shown in Fig. 1(a), the electric field
FIG. 1. (a) Singlet and (b) doublet neighboring a powered
electrode. The singlet has radius and separation distance R1 and h,
respectively. The doublet has radii R1 and R2, separation distance h,
and center-to-center distance s. The doublet separation distance was
defined as the distance between the electrode and closest surface (for
example, between the electrode and bottom of the largest lobe of a
heterodoublet with R1 = R2). The center-to-center distance was fixed
s/(R1 + R2) = 0.9.
acts on the mobile charge in the equilibrium electric double
layer enveloping the particle. The resulting ECEO toroidal
flow field has a strength and direction that depends on the sign
and magnitude of the electric field and the ζ potential of the
particle. When the electric field is positive and the equilibrium
ζ potential of the particle is negative, flow will be driven up
and along the surface of the particle. The flow field is capable
of entraining neighboring particles, thereby causing particle
aggregation or separation in electric fields.
In addition to inducing a toroidal flow field to entrain
neighboring particles, the ECEO flow field will act to force
the particle either upward or downward. When the electric
field is positive and the equilibrium ζ potential of the particle
is negative, there will be an effective downward force towards
the boundary [39]. In the absence of the boundary (i.e., in the
bulk fluid), the force on the particle will be balanced by viscous
drag and the particle will become “force-free.” However, when
nearby the boundary, the downward electrophoretic force is
balanced by strong electrostatic repulsion from the electric
double layer on the electrode. The force on the particle depends
sensitively on the electrode conditions; an electrode with a
uniform potential will induce flow along only the particle
surface, without electro-osmotic flow along the electrode
surface. However, electro-osmotic flow is driven along an
electrode that has a gradient in potential (i.e., not at uniform
potential conditions). This additional flow along the electrode
causes a difference in the height dependence of the force in
the two limits. This force was used as a probe for the high
throughput evaluation of electrocatalysts [3,4,39].
Rock et al. [40] calculated the force on a spherical particle
at the uniform potential limit (no flow along the electrode),
the uniform current limit (maximal flow on electrode), as well
as the transitional regime. The electrophoretic force on the
particle in the limit of uniform potential is given by [9,40]
Fep = 6πεR1ζ1E∞C(h), (1)
C(h) = h + 1.554R1
h + 0.300R1 , (2)
where ε is the dielectric permittivity of the fluid, E∞ is the
nominal applied electric field, and C(h) is the hindrance factor
because of the nearby boundary at uniform potential condi-
tions. Equation (1) applies to a particle with an infinitesimally
small Debye layer as compared to the radius of the particle,
or in the limit of κR1 → ∞, where κ is the Debye parameter.
The value of C(h) approaches 1 when the particle moves away
from the boundary, h/R1 → ∞. This can be considered the
bulk limit, such that Fep = 6πεR1ζpE∞ is the electrophoretic
force on the particle far from the boundary.
B. The response of a doublet to a powered electrode
The doublet shown in Fig. 1(b) is comprised of lobes 1
and 2, with radii R1 and R2 and equilibrium zeta potentials
ζl,1 and ζl,2. The center-to-center distance of the two lobes is
s. The ratio s/(R1 + R2) was set for all calculations = 0.9.
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A “homodoublet” is when the lobes are identical (R1 = R2
and ζl,1 = ζl,2), while a “heterodoublet” is when either the
size or ζ potential of the lobes differ (R1 = R2 or ζl,1 = ζl,2).
Either homo- or heterodoublets can be prepared via direct
synthesis [34] or controlled flocculation techniques [41]. The
hydrodynamic force on an overlapping doublet has been
previously studied [42]. The authors provided a hydrodynamic
force, and the electrophoretic force was obtained for the work
presented herein by substitution of a suitable slip velocity. The
electrophoretic mobility depended on the orientation of the
doublet relative to the electric field, with the two limits being
parallel and perpendicular to the applied electric field. The
electrophoretic mobility of a doublet in the bulk was used to
scale the results, providing an internal check for the simulation
protocol.
III. NUMERICAL METHOD
A. Description of numerical technique
The fluid mechanics and electrokinetic equations were
simultaneously solved for a spherical particle, homodoublet,
or heterodoublet in a cube domain. The size of the particle
varied between 3-μm radius for a single spherical particle to
11.4-μm total width for a doublet with equal-sized lobes of
3-μm radius and overlap s/(R1 + R2) = 0.9. The majority
of simulations were conducted with a doublet that had lobes
approximately 3 μm in size. The simulation box for most cases
was 1000 μm on each side, although the box was increased in
size to 2000 μm on each side for the calculations of a colloidal
particle moving far away from the boundary and decreased in
size to 900 μm for situations when higher mesh density was
required.
Simulations were conducted in the thin Debye layer regime,
where both the particle radius and gap between the particle and
electrode are large as compared to the solution’s Debye length.
Note that we are referring to the equilibrium electric double
layer being thin and not an induced electric double layer, as
there will be negligible accumulation of induced charge during
the passage of Faradaic current, as described below. There is no
free charge in the fluid in this limit (i.e., the fluid is electrically
neutral), and Laplace’s equation can be solved with current
conservation to obtain
E = −∇φ, (3)
which relates the nominal electric field to the gradient in
potential. The electrode, which was the bottom boundary in
all simulations, had a uniform potential defined by the desired
electric field, φ = E∞ × L, where L was the box side length.
The electric field for all data presented herein was either
0.1 V/m or 70 V/m. The dc electric field will be a consequence
of the electrochemical couple in solution, which is electrolysis
in the case of water with added salt, provided there is sufficient
overpotential to drive the reaction (see Eqs. (20) and (21)
in [39]). Current resulting from an electrochemical reaction is
referred to as “Faradaic current,” with the relationship between
potential and current density (and, by extension, electric field)
nonlinear at these conditions. A typical experiment at dc
conditions will have an electric field strength between 50 V/m
and 100 V/m. This electric field will be achieved by applying
an ∼1V vs Ag/AgCl reference electrode (at potentiostatic
conditions) or 0.25 A/m2 (at galvanostatic conditions) in an
electrolyte solution with a conductivity of 30 μS/cm and
electrode separation distance of ∼1mm. It is important to
note that the results presented herein were scaled such that
predictions could be applied to any electric field strength or
sign. The upper surface of the box was ground (φ = 0V). The
surface of the particle and the remaining four walls of the
box were insulating. A uniform potential boundary condition
eliminates any possibility of gradients in potential in the plane
of the electrode and therefore eliminates electro-osmotic flow
generated along the electrode surface. Allowing for gradients
in the potential along the electrode could be achieved by
enforcing a uniform current density boundary condition (or
a condition intermediate to the two limits). The particle itself
may also induce gradients in potential along the electrode. The
influence of the particle on the electric field very close to the
electrode boundary was measured for a doublet at the shortest
gap, H = 0.1. The electric field in the x or y direction was less
than 1% of the nominal electric field in the z direction within
250 nm of the electrode in the worst case scenario.
The inertia terms of the Navier-Stokes equations were
neglected because the size of the particles and associated fluid
FIG. 2. Boundary conditions for doublet simulation. The boundary conditions for the singlet simulation were identical, with the only
exception being the absence of lobe 2.
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velocities were small. The fluid flow in the three-dimensional
domain was calculated with the following equations:
−∇p + μ∇2u = 0, (4)
∇ · u = 0, (5)
which are the Stokes equation and continuity, respectively.





where ut is the tangential velocity, ζp is the zeta potential of
the particle or lobe (ζl), and Et is the tangential electric field.
The bottom boundary had a no-slip boundary condition, while
the remaining five walls of the simulation box were open. All
boundary conditions are summarized in Fig. 2 shown below.
A finite element solver (COMSOL) was used to solve the above
equations with associated domain and boundary conditions
with P1 + P1 discretization. The meshing was done under
extremely fine mesh conditions near the particle and extra
coarse mesh in the bulk.
IV. RESULTS & DISCUSSION
A. Test case: A single isotropic particle
The numerical solution technique was first tested by solving
for the electric and flow fields on a single spherical particle
and subsequently calculating the force as a function of height.
Figure 3 shows the scaled forces FS in each direction as a
function of scaled height H in comparison to the analytical
expression [9,40] for the force shown in Eqs. (1) and (2). The
calculated force Fcalc was scaled with the force on a sphere
in the bulk, and the separation distance h was scaled with
FIG. 3. Test case: Force on a singlet approaching an electrode
of uniform potential. The force on single particle compared with
an analytical solution [9,40] that was previously published. The
calculated force Fcalc was scaled with the force on a sphere in
the bulk and the separation distance h was scaled with the diameter
of the sphere, i.e., Fs = Fcalc/6πεR1ζ1E∞ and H = h/2R1, respec-
tively. The magnitude of the vertical force on the particle increased as
separation distance decreased, and the lateral force components were
zero.
the diameter of the sphere, i.e., Fs = Fcalc/6πεR1ζpE∞ and
H = h/2R1, respectively.
As expected, the lateral force components in the x and y
directions were zero, while the magnitude of the force in the z
direction increased as the separation distance decreased. These
results were anticipated because there are no mechanisms
to break the symmetry of the flow field in either the x or
y directions (i.e., the problem is axisymmetric). A single
spherical particle does not experience a lateral force when
moved from the center because the electrodes extend (in the
xy plane) far beyond the radius of the particle. An experiment
typically uses electrodes that are ∼1–10 cm wide and long,
while the particle radius is typically ∼1–10 μm. This means
that, even in the worst case scenario, the electrode width is
1000 larger than the particle radius, and the applied electric
field (in the absence of the particle) is normal to top and
bottom electrode. This physical rationale is in agreement with
experiments, which have not reported deterministic lateral
motion of a single spherical or symmetric doublet particle
in response to an electric field. The signs of both the unscaled
force and F∞ were negative, thereby producing a positive value
for the scaled force in the z direction. Note, however, that the
direction of the vertical force is downward. The origin of the
force is the ECEO flow field resulting from the interaction
of the electric field with the positively charged diffuse cloud
associated with the negatively charged particle. A positive
electric field will cause flow along the particle in the (+) z
direction, thereby imparting a downward force to the particle.
In practice, this force is balanced by a strong electrostatic
repulsion that allows for the particle to remain mobile. The
particle will deposit if electrostatic repulsion is insufficient to
balance the downward electrophoretic force. The close agree-
ment between the numerical results and analytical solution
verifies the numerical scheme for calculating the force on a
doublet.
B. A doublet approaching the boundary
The electric and flow fields on a doublet were calculated
for both a homodoublet (R1 = R2 and ζl,1 = ζl,2) and a
heterodoublet (R1 = R2 and/or ζl,1 = ζl,2) upon approach to
a powered electrode as per the boundary conditions described
in Sec. III A. Figure 4 shows the scaled force components
on a homodoublet as a function of separation distance from
the powered electrode for both perpendicular and parallel
orientations. The perpendicular orientation is when the particle
centers are at fixed position in the x axis, while the parallel
orientation is when the particle centers are at fixed position
in the z axis (i.e., equal center height). The forces reported in
Fig. 4 were scaled with the value of the force on the doublet
in the bulk.
Figure 4 shows that, as with the spherical particle, the
vertical force on a homodoublet was nonzero and increased
upon approach to the boundary from a value of 1 atH  1. The
lateral force components in the x and y directions were zero
because homodoublets do not have the necessary anisotropy
in shape or ζ potential to create a break in symmetry in
the associated flow field. Although the value of the scaled
forces for each colloid were of the same order of magnitude,
the values were not equal for different orientations, with
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FIG. 4. Force on a homodoublet approaching an electrode of
uniform potential. The force on a homodoublet scaled with the force
on a homodoublet in the bulk as a function of separation distance,
which was scaled with the summation of the radii of lobes. The
vertical force on the homodoublet increased as separation distance
decreased and the lateral force components were zero.
the parallel orientation experiencing a larger force than the
perpendicular orientation. As was shown previously [25]
with a sphere approaching a powered electrode, the major
contribution to the net vertical force is the pressure in the gap
between the particle and electrode. The length of the gap over
which the pressure acts is greater for the homodoublet oriented
parallel to the electrode, resulting in a greater vertical force.
C. A doublet near a boundary
The force on a heterodoublet (R1 = R2 and ζl,1 = ζl,2)
at fixed separation distance H = 0.1 was calculated. The ζ
potential of lobe 1 was systematically changed from –100 mV
to 100 mV and the ζ potential of lobe 2 was fixed at –100 mV.
The calculated force Fcalc was scaled with the force on a
homodoublet in the bulk. Figure 5 shows the force components,
with the z force in Fig. 5(a) and the x and y forces in Fig. 5(b).
The vertical force shown in Fig. 5(a) on the doublet decreased
as the ζ potential of lobe 1 increased from –100 mV to
100 mV, while Fig. 5(b) shows the magnitude of the lateral
force in the x direction increased as the ζ potential of lobe 1
increased from –100 mV to 100 mV. These results show
that both forces (in the z and x direction) scale linearly
with the difference in ζ potential at fixed H . The largest
vertical force was calculated for when the difference in ζ
was zero (ζl,1–ζl,2 = 0, ζl,1 = ζl,2) and the largest lateral force
was calculated to be when the difference in ζ potential was
large (ζl,1–ζl,2 = 200 mV). The net force in the z direction
on the doublet was a consequence of electro-osmotic flow
driven upward along each particle, thereby forcing the particle
downward, as is the case for a single particle (see Fig. 3).
The z direction force was maximized at equal lobe ζ potential
conditions (ζl,1–ζl,2 = 0,ζl,1 = ζl,2) because the direction of
the flow neighboring each lobe was upward and along the
surface of the lobe, acting in the same direction. The origin of
the net force in the x direction was also the electro-osmotic
flow driven along the particle. However, the break in symmetry
between the ECEO flow driven along lobe 1 and lobe 2
produced a net force. When the ζ potential difference was
large, i.e., when ζl,1 = 100 mV and ζl,2 = –100 mV, electro-
osmotic flow driven along lobe 1 was downward along the
surface of the lobe, while electro-osmotic flow driven along
the surface of lobe 2 was upward. The net force in the y
direction was zero because the asymmetry in ζ potential was
only in the x direction. Note that the response of the doublet
in position will be opposite that of the sign of the force—a
particle will move in the negative direction for a positive force
and vice versa. Thus, a heterodoublet of different ζ will tend
to move in the direction of negative ζ potential for a positive
dc electric field.
The force on a heterodoublet with both asymmetric lobe
size and ζ potential (3R1 = 2R2 and ζl,1 = ζl,2) was calcu-
lated and the results are shown in Fig. 6. As was the case
for a heterodoublet with only an asymmetric ζ potential,
Fig. 6(a) shows that the vertical force on a heterodoublet with
asymmetric lobe size increased as the ζ potential of lobe 1
decreased from 100 mV to –100 mV. The net vertical force
on the heterodoublet with asymmetric lobe size linearly scaled
with the ζ potential of lobe 1, but with a slope different from
FIG. 5. Force in the (a) z direction and (b) x and y directions on a heterodoublet at a fixed separation distance from a powered electrode.
The force on a heterodoublet (R1 = R2 and ζl,1 = ζl,2) at fixed scaled separation distance H = 0.1. The ζ potential of lobe 1 was systematically
changed from –100 mV to 100 mV and the ζ potential of lobe 2 was fixed at –100 mV. These results show that both forces (in the z and x
direction) scale linearly with the difference in ζ potential at fixed H .
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FIG. 6. Force in the (a) z direction and (b) x direction on a heterodoublet at a fixed separation distance from a powered electrode. The force
on a heterodoublet (R1 = R2 and ζl,1 = ζl,2) at fixed separation distance H = 0.1. The ζ potential of lobe 1 was systematically changed from
–100 mV to 100 mV and the ζ potential of lobe 2 was fixed at –100 mV for both R1 = R2 (black symbols) and 3R1 = 2R2 (gray symbols).
These results show that both forces (in the z and x direction) scale linearly with the difference in ζ potential at fixed H and a slope that depends
on the relative size of the lobes.
that of the equally sized lobe doublet. Further, the vertical force
on the heterodoublet with asymmetric lobe size did not go to
zero when ζl,1 = 100 mV, which was the condition where the
difference in ζ potential was zero. Although the difference in ζ
potential was 0 mV and the direction of flow was opposite, the
magnitude of the electro-osmotic flow fields associated with
each lobe were not equal. The downward flow field associated
with lobe 1, which was ∼2/3 smaller in radius as compared
to lobe 2, did not fully compensate for the upward flow field
associated with lobe 2. Consequently, there was a finite vertical
force for a doublet with equal and opposite ζ potentials but an
asymmetry in lobe size.
Figure 6(b) shows the results for the net force in the x
direction from the same calculation. Similar to the results
shown in Fig. 5(b), the lateral force in the x direction increased
in magnitude as the ζ potential of lobe 1 increased from
–100 mV to 100 mV. However, as was the case for the vertical
force, the lateral force on the doublet of asymmetric size scaled
with a slightly different slope from that of the doublet with
identical lobe size. The net force in the x direction on the
doublet of asymmetric size was positive when the lobes were
equal to or approximately equal to the same ζ potential, crossed
zero at ζl,1 = –70 mV, and then grew more negative as the ζ
potential of lobe 1 increased from –70 mV to 100 mV. The
point where ζl,1 = ζl,2 is of particular note because the break
in symmetry is a consequence of only lobe size rather than ζ
potential. Thus, the particle experienced a net lateral force as
a consequence of variations in the strength of the flow field
associated with each lobe of different size.
D. Implications for the directed motion of doublets
The net lateral velocity of doublets was calculated by using
an expression previously implemented for the propulsion of
doublets neighboring a polarized electrode [37]. The velocity
of the doublet is proportional to the net force, with the doublet
mobility (i.e., inverse friction factor) as the proportionality
constant,Ud ∼ F/6πμ(R1 + R2). Figure 7 shows the lateral
velocity prediction for heterodoublets as a function of either
lobe-1 ζ potential [Fig. 7(a)] or size [Fig. 7(b)]. The electric
field in the simulation was 70 V/m, which is a typical
magnitude for a dc electric field experiment [12]. The
FIG. 7. Velocity predictions as a function of lobe 1 (a) ζ potential and (b) size. (a) When lobe 1 ζ equaled that of lobe 2 (–100 mV), the
flow field associated with each lobe was upward and along the surface of the particle with no break in symmetry and no apparent velocity. As
the ζ potential of lobe 1 increased, the doublet was propelled in the direction of the lobe with negative ζ potential. (b) When the radius of lobe
1 equaled that of lobe 2 (3 μm), there was no break in symmetry and no apparent velocity. The doublet was propelled in the direction of the
small lobe as the size of lobe 1 decreased.
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FIG. 8. Streamlines of flow associated with large lobe. The small
lobe (lobe 1) is exposed to different flow fields depending on the
positions A, B, or C. The lobes have equal center height at position A
and equal separation distance at position B. Position C was obtained
by rotating the doublet clockwise from position A an amount equal
to the angle between positions B and A.
magnitude of the velocity was approximately ∼0.1–1 μm/s,
which is of the same order of magnitude as that measured
during propulsion of colloidal dimers responding to an ac
electric field. Note, however, that the mobility of the doublet
used to predict the velocity does not include hindrance from
the nearby boundary. The boundary will introduce additional
hydrodynamic hindrance that will reduce the particle mobility
by up to an order of magnitude, thereby reducing the speed by
approximately the same amount.
The directionality of doublet motion found in the simulation
was consistent with an analysis considering each lobe’s re-
sponse to the attached lobe’s flow field (i.e., lobe 1 responding
to the flow from lobe 2 and lobe 2 responding to the flow from
lobe 1). For example, if lobe 1 is exposed to an “attractive” flow
(towards lobe 2) and lobe 2 is exposed to a “repulsive” flow
(away from lobe 1), the lobes will move in the direction of lobe
2. A doublet with a positive and negative ζ lobe will induce
repulsive and attractive flow, respectively, thereby inducing
net motion towards the lobe with negative ζ potential. This
reasoning works well for a heterodoublet of equal lobe size
but unequal ζ potential [see Fig. 7(a)]. The origin of the
directionality for both cases shown in Fig. 7 is consistent
with previous work that analyzes a doublet’s response by
approximating the doublet as a dumbbell [37]. However, this
reasoning ignores the difference in flow direction at different
positions in a given lobe’s streamlines, which becomes
important when considering a size asymmetric doublet.
Figure 8 shows the streamlines positioned at equal value
of stream function for a single spherical particle. The doublet
of asymmetric size is shown in Fig. 8 to have three positions:
A, B, and C. The lobes have equal center height at position
A and equal separation distance at position B. Position C was
obtained by taking a mirror image of position B. The small
lobe (lobe 1) was exposed to variations in the large lobe’s
(lobe 2) flow field through the variations in positions—A, B,
and C. Lobe 1 does not experience a strong attractive flow when
positioned to have equal center height (position A in Fig. 8).
However, when the heterodoublet is instead positioned such
that each lobe has equal separation distance (position B in
Fig. 8), lobe 1 experienced a stronger attractive flow to lobe 2
as R1 decreased. At position C, lobe 1 experienced a small net
repulsive flow.
Figure 9(a) shows the apparent lateral velocity for a size
asymmetric doublet of equal lobe ζ potential at different
orientations. The doublet orientation had a significant effect
on the sign and magnitude of velocity. A heterodoublet with
unequal lobe size, equal ζ potential, and equal separation
distance (i.e., position B) will propel in the direction of the
large lobe, which is consistent with the previously published
work [37], considering that both lobes have “attractive” ECEO
flow upward and along the lobe surface. However, this same
doublet will propel in the direction of the small lobe when
oriented at either equal center height (position A) or upward
diagonal (position C).
Figure 9(b) shows the angular velocity of the doublet as
predicted from the net torque at different orientations. The
doublet will rotate in the clockwise direction for nearly all
orientations and size ratios considered herein, suggesting
that the stable orientation for these cases is when the small
lobe is positioned above the larger lobe. However, these data
suggest that when the small lobe equals or exceeds 2 μm
FIG. 9. Dependence of apparent (a) translational and (b) angular velocity on doublet angle. (a) The doublet was propelled in the direction of
the small lobe when the centers were at equal height (A) and the doublet was oriented upward (C), but the doublet was propelled in the direction
of the big lobe when each lobe had equal separation distance (B). (b) The doublet will rotate in the clockwise direction for all orientations
such that the smaller lobe will position above the larger lobe. However, once the doublet reaches a size ratio of 2:3 μm, rotation is stabilized
or reversed to the counterclockwise direction.
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in radius, there will be a second stable configuration when
the doublet is tilted. A doublet will likely sample each of
these positions illustrated in Fig. 9 as a consequence of either
translational or rotational Brownian motion in an experiment.
Position B, with lobes at approximately equal separation
distance, will likely be the most common orientation as a
consequence of gravity in the absence of an electric field;
however, the authors are unaware of any work that has, either
experimentally or theoretically, determined the frequency with
which each orientation is sampled. These results suggest that
the orientation of the doublet is crucial to determine propulsion
direction and magnitude at these conditions. As many of the
same phenomena are relevant to doublets exposed to ac electric
fields, one would expect that orientation of the doublet also
plays a role in the lateral propulsion of doublets responding to
those conditions.
V. CONCLUSIONS
The electric-field-assisted directed assembly of colloidal
spheres has been studied for nearly three decades and, in recent
years, focus has shifted to the assembly and propulsion of
anisotropic particles in response to electric fields. Specifically,
work has shown that a colloidal dimer will propel in a
direction perpendicular to an applied ac electric field. This
paper summarized results from calculations for the response of
homo- and heterodoublets to a dc electric field. Both homo- and
heterodoublets experienced a net vertical force, similar to that
experienced by a colloidal sphere, which depended on both the
asymmetry in ζ potential and lobe size. Homo- and heterodou-
blets also experienced a net lateral force in the x direction that
was perpendicular to the applied electric field. The lateral force
depended on the difference in ζ potential of the two lobes, the
lobe size asymmetry, and also the doublet orientation. The net
force was predicted to induce a lateral velocity perpendicular to
the applied electric field. The magnitude of the predicted veloc-
ity was of the same order of magnitude as has been observed for
particles responding to ac electric fields. However, the mobility
of the doublet was not corrected for hindrance introduced by
the nearby boundary, which could reduce the lateral velocity
by as much as an order of magnitude. Additionally, the particle
experienced rotation from a net torque that depended on the
lobe size asymmetry and also the angle of inclination of the
doublet. These calculations demonstrate that lobe ζ potential,
lobe size, and orientation of a colloidal doublet can be tuned
to achieve propulsion. Future work will include Brownian
dynamics simulations of doublets in response to both dc and
ac fields in an effort to determine the impact of translational
and rotational Brownian motion on doublet propulsion.
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